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I: Technical Specifications

MODEL HTECH 1KV OL HTECH 2KV OL HTECH 3KV OL HTECH 5KV OL HTECH 7.5KV OL HTECH 10KV OL
Rating 1KVA 2KVA 3KVA 5KVA 7.5KVA 10KVA
Switching technology : IGBT-PWM/ On-line Double Conversion
Charging type/mode: Float charge + Boost ( FCBT)
Charging Technology: PFC IGBT Base
System DC Voltage: 72VI 96V 96V 120V 120/168/180V 180/192/288/240/360V
Isolation Transformer: Inbuilt at Output ( Optional)
Input Voltage( Sinewave 50Hz): single phase 170-270V AC 3 phase 300-450V AC
Output Voltage : 230V AC 230V AC
Output Frequency: 50Hz + 0.5% (Pure sinewave)
Power Factor ( input/ output): < 0.9 ( optional)
Overload: 20% Overload for 5min. 50% Overload for 1 minute
Harmonic Distortion: > 2%THD ( @100% Linear Load), < 6% THD ( Non-Linear Load)
Crest Factor: 31
Efficiency: <90% with Isolation Transformer
Transfer Time AC to DC: Zero
Indicator LCD/LED: Load(W), Battery, Input, Output, Temperature, Mains On,Charger On/ Trip,UPS ON
Audible Alarms: On battery, Low Battery, Overload, over Temp., Short circuit, output Faulty
Protection: Input Under/Over Voltage, Short Circuit,Overload, Battery Low, Over charge, Over Temp.,
Input MCB, Battery MCB, Battery Fuse,Surge Protector at Input and Output
Environment operating Temp./ Humidity: 0-50°C /0 to 95% Non Condensing
Noise Level: 35to45dB
S il Salient F .
Auto Start: After Mains present or when out put nornal- System On Autonmatic( Battery low, Over Load, Short circuit)
Maintenance Bypass Switch: Auto Bypass/Manual (external) -Load capacity 120% continous.

Communication( optional):
RS 232/USB: Interface for Power Management

External Slot: SNMP/As400 Relay card/RS 485
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Due to Comtinuous research and development all specifications mentioned in this brochure are subject to change without notice
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